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 Flame Retardant  
WSFR-PX220 

Product Name: WSFR-PX220 

Chemical Name: Bisphosphate ester 

Typical properties:  

Phosphorus content (wt. %) 10.8 (Theory) 

Melting point (ºC) ≥90 

Specification:  

Appearance White powder or particle 
Color (APHA) ≤100 

Acid Value (mg KOH/g) ≤0.1 

Water content (wt. %) ≤0.1 

TPP content (wt. %) ≤3.0 

Phenol content (ppm) ≤500 

Application:  

WSFR-PX220 is a powder type halogen-free phosphate ester flame retardant, whose 

superiority is demonstrated in good processibility, unique self-extinguishing flame 

retardant properties and good compatibility. It is recommended for use in PC, 

PC/ABS, PPO/HIPS and ABS. 

Packaging:   

25kg net in nylon-lined kraft paper bag. 

Contact Info  

Zhejiang Wansheng Co. Ltd  

Email: sales@ws-chem.com 

Website: www.ws-chem.com 

Tel: +86-576-8532-2966 

Fax: +86-576-8532-2977 

Liangshui Development Zone, Linhai, Zhejiang, P.R.CHINA 

 
 

 

mailto:sales@ws-chem.com�
http://www.ws-chem.com/�

